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40C-42.028 Operation Phase Permits.

(1) The operation phase of a stormwater management system permit which was

designed by an appropriate registered professional does not become effective until all of the following criteria in this subsection and subsection (3) have occurred:

(a) Within 30 days after completion of construction of the stormwater management

system, permittee shall submit a signed and sealed certification by an appropriate registered professional indicating that the system has been constructed and that the system is ready for inspection by the District.

(b) The certification prepared by a registered professional (not necessarily the project

design registered professional but one who has been retained by the permittee to provide

professional services during the construction phase of project completion) shall be made on form number 40C-1.181(13), As Built Certification by a Registered Professional.

(c) The registered professional shall certify that:

1. The system has been constructed substantially in accordance with approved plans

and specifications, or;

2. Any deviations from the approved plans and specifications will not prevent the

system from functioning in compliance with the requirements of this chapter. The registered professional shall note and explain substantial deviations from the approved plans and specifications and provide two copies of as-built drawings to the District.

(d) The certification shall be based upon on-site observation of construction (scheduled

and conducted by the professional or by a project representative under his or her direct supervision) or review of as-built drawings for the purpose of determining if the work was completed in compliance with approved plans and specifications.

(e) As-built drawings shall be the permitted drawings revised to reflect any changes

made during construction. Both the original and revised specifications must be clearly shown. The plans must be clearly labeled as "as-built" or "record" drawings. All surveyed dimensions and elevations required shall be certified by a registered surveyor. The following information, at a minimum, shall be verified on the as-built drawings:

1. Dimensions and elevations of all discharge structures including all weirs, slots, gates

pumps, pipes, and oil and grease skimmers;

2. Locations, dimensions, and elevations of all filter, exfiltration, or underdrain systems

including cleanouts, pipes, connections to control structures, and points of discharge to the receiving waters;

3. Dimensions, elevations, contours, or cross-sections of all treatment storage areas

sufficient to determine stage-storage relationships of the storage area and the permanent pool depth and volume below the control elevation for normally wet systems, when appropriate;

4. Dimensions, elevations, contours, final grades, or cross-sections of the system to

determine flow directions and conveyance of runoff to the treatment system;

5. Dimensions, elevations, contours, final grades, or cross-sections of all conveyance

systems utilized to convey off-site runoff around the system;

6. Existing water elevation(s) and the date determined; and

7. Elevation and location of benchmark(s) for the survey.

(2) The operation phase of a stormwater management system permit which was not

designed by an appropriate registered professional does not become effective until all of the criteria in this subsection, and subsection (3) below, have occurred. Within 30 days after completion of construction of the stormwater management system, permittee shall submit a certification, on form number 40C-1.181(14), As Built Certification, that the system has been constructed in accordance with the design approved by the District and shall notify the District that the system is ready for inspection.

(3) The permittee shall submit documentation to the District showing that adequate

provisions have been made for the operation and maintenance of the system and for meeting any special permit conditions. Entities which qualify to operate and maintain systems for purposes of this rule are listed at section 40C-42.027, supra. Documentation must include an affirmative indication that the entity intends to or agrees to take over maintenance responsibility for the system, unless the transfer is associated with the conversion of the construction permit to its operation phase and the maintenance entity exists as approved under the permit.

(4) The permit will be converted from a construction permit to an operation permit once

the project is determined to be in compliance with the permitted plans and an appropriate entity exists for maintenance of the system. The District will transfer the permit to the maintenance entity upon request, pursuant to section 40C-4.351, F.A.C., once all conditions for converting the construction permit to an operation permit have been met.

Specific Authority 373.044, 373.113, 373.171, 373.418 FS. Law Implemented 373.413, 373.416 FS. History--New 9-25-91, 3-21-93. Amended 7-20-95.

40C-42.029 Monitoring and Operational Maintenance Requirements.

(1) The operation and maintenance entity is required to provide for periodic inspections
of the stormwater management system to insure that the system is functioning as designed and permitted. If specified below or by permit condition, the entity shall submit inspection reports to the District, certifying that the stormwater management system is operating as designed. In addition, the entity will state in the report what operational maintenance has been performed on the system. The reports shall only be required for those systems which are subject to operation phase permits pursuant to subsection 40C-42.028(1), F.A.C., after the effective date of this rule adoption, unless indicated otherwise in a permit. The reports shall be submitted to the District as follows unless otherwise required by a permit condition:

(a) Inspection reports for exfiltration, and pumped systems shall be submitted one year

after the completion of construction and every two years thereafter on form number 40C-1.181(15), Registered Professional's Inspection Report. A registered professional must sign and seal the report certifying the exfiltration or pumped system is operating as designed. However, reports for those systems in sensitive karst areas must be submitted pursuant to paragraph (b) below.

(b) Other Systems. Any other type of stormwater management system shall be

inspected by the operation and maintenance entity once within two years after the completion of construction and every two years thereafter to insure that the system is functioning as designed and permitted. If a required inspection reveals that the system is not functioning as designed and permitted, then within 14 days of that inspection the entity shall submit an Exceptions Report on form number 40C-42.900(6), Exceptions Report for Stormwater Management Systems Out of Compliance. The operation and maintenance entity must maintain a record of each required inspection, including the date of the inspection, the name, address, and telephone number of the inspector, and whether the system was functioning as designed and permitted, and make such record available for inspection upon request by the District during normal business hours.

(c) Systems in sensitive karst areas must be inspected monthly for the occurrence of

sinkholes and solution pipes. The inspection reports for these systems must be submitted to the District annually on form number 40C-1.181(15), Registered Professional's Inspection Report, for systems designed by a registered professional. For systems not designed by a registered professional, the inspection reports shall be submitted on form number 40C-1.181(16), Statement of Inspection Report.

(2) All permits issued pursuant to this chapter prior to October 11, 2001, are hereby

modified to reflect the requirements in paragraph (1)(b) above and to remove any condition requiring the submittal of inspection reports for retention, underdrain, wet detention, dry detention, swales and wetland stormwater management systems. All other conditions of these permits shall remain in effect unless revoked or modified by the District.

(3) Permittees which operate stormwater management systems that are designed and

constructed to accept stormwater from multiple parcels within the drainage area served by the system shall notify the District annually of the stormwater discharge volumes of all new parcels which have been allowed to discharge into the system in the previous year and shall certify that the maximum allowable treatment volume of stormwater has not been exceeded.

(4) The following operational maintenance activities shall be performed on all permitted systems on a regular basis or as needed:

(a) Removal of trash and debris,

(b) Inspection of inlets and outlets,

(c) Removal of sediments when the storage volume or conveyance capacity of the

stormwater management system is below design levels, and

(d) Stabilization and restoration of eroded areas.

(5) Specific operational maintenance activities are required, depending on the type of permitted system, in addition to the practices listed in subsection (3), above.

(a) Retention, swale and underdrain systems shall include provisions for:

1. Mowing and removal of grass clippings, and

2. Aeration, tilling, or replacement of topsoil as needed to restore the percolation

capability of the system. If tilling or replacement of the topsoil is utilized, vegetation must be established on the disturbed surfaces.

(b) Exfiltration systems shall include provisions for removal of sediment and debris

from sediment sumps.

(c) Wet detention systems shall include provisions for operational maintenance of the littoral zone. Replanting shall be required if the percentage of vegetative cover falls below the permitted level. It is recommended that native vegetation be maintained in the littoral zone as part of the system's operation and maintenance plan. Undesirable species such as cattail and exotic plants should be controlled if they become a nuisance.

(d) Dry detention systems shall include provisions for mowing and removal of grass

clippings

(e) Systems in sensitive karst areas shall include provisions for the repair of any

sinkhole or solution pipe that develops in the system.

(6) If the system is not functioning as designed and permitted, operational maintenance must be performed immediately to restore the system. If operational maintenance measures are insufficient to enable the system to meet the design and performance standards of this chapter, the permittee must either replace the system or construct an alternative design. A permit modification must be obtained from the District prior to constructing such alternative design pursuant to section 40C-4.331, F.A.C.

Specific Authority 373.044, 373.113, 373.118, 373.406, 373.414, 373.418, 403.877 FS. Law Implemented 373.117, 373.118, 373.406, 373.413, 373.414, 373.416, 373.418 FS. History--New 9-25-91. Amended 3-21-93, 4-11-94, 10-11-01.
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Provided as a service to our citizens by the Stormwater Division of Public Works Department, City of Lake Mary.
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